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5-Lane Rural: IL 83 to Almond Road
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Almond Road Spot Improvement:
3/4 Intersection

LEVEL OF
SERVICE (LOS)
KEY

Uninterrupted
Vehicle Operation

Other Vehicles
More Noticeable

Vehicle Operation
Affected by Other Vehicles

Vehicle Operation More
Affected by Other Vehicles

Operating Conditions
are Poor

Amount of Traffic
Exceeds Capacity

Safety Summary

Expected Safety Benefit

Total:        |  Injury:         

Existing Crash Risk
Total: Medium   |  Injury: Medium

Safety Summary

Expected Safety Benefit

Total:        |  Injury:         

Existing Crash Risk
Total: Low   |  Injury: Low

Environmental Resources Legend

Big Sag Wetland

Critical Habitat - Rusty Patch Bumblebee

Hydrology (Lakes, Ponds, Streams)

Liberty Prairie Reserve

Floodplain

Lake County Wetland Inventory

Illinois Nature Preserve Commission (INPC)

Illinois Natural Areas Inventory (INAI)

Conservation Easement - Privately Owned

Parklands (Municipal, Open Space, Forest Preserves)

Geometric Features Legend

Existing Right of Way

Proposed Right of Way

Full Property Acquisition

Relocation

Roadway Pavement

Paved Shoulder

Paved Driveway

Paved Median/ Curb & Gutter

Shared-Use Path

Sidewalk

Grading/ Grass

Detention Ponds

Retaining Wall

Signalized Intersection
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